
                                                                                                                                                                                                                       SF-09D 
                                                                                                                                                                                                                       (Rev. 4/10) 

LIMITED USE SYSTEM VERIFICATION FORM 
 

TANK DETAILS 
 
 Type of System:                                       Aerator Model:                           Aerator Serial #: 
 
  
 Control Box/Alarm in Place:            
 
 
 Tank Manufacturer:                                                                Model:                                  Serial #: 
 
 
 Tank Construction Material: 
 
 
 Inlet and Outlet Elevations for All Tanks: 
                                                                                 Inlet    Outlet               Inlet    Outlet                Inlet    Outlet 
 
 Inlet and Outlet Pipes Sealed in Place:                       Baffles or Tees on Inlet(s) and Outlet(s): 
                  
 
 Tank(s) Anchored in Place:                                   Tank Volume(s): 
                                                                                                                          First                Second                Third 
                                    (500 gallons minimum 1st tank; 250 gals. 2nd & 3rd) 
 
 Inspection Port in Covers:              (minimum 6 inches diameter)    
 

 
Sample Port Provided:          
         

  
 Evidence of Proper Tank Bedding:                                   Installer Signature: 
 
  
 Chlorine Contact Chamber Volume:                            Proper Chlorine Chemicals Used: 
 
  
 Automatic Cutoff Device Present: 
 
GENERAL DETAILS 
 
  

Type of Facility:                                   
  

 
Distance of System/Lines from:  Private Well(s):              ft. (min. of 50 feet required for tank and field lines) 

 

Distance of System/Lines from:  Public Well(s):               ft. (min. of 100 feet required for tank & effluent lines) 



 

Distance from Potable Water Lines:                   ft. (min. of 10 feet required for tank: 25 feet for effluent lines)    

 

Estimated Distance From Nearest Property Line:                     ft. (min. of 10 feet required for tank and effluent lines) 

 

Elevations of Sewer Line at 8 Foot Intervals to Ascertain Slope from Building to Tank: 

 

From Building                                                                                                                       to Tank 

 

Slope of Line from Camp to Tank:                   in./ft.(minimum allowable = 1/8 inch per foot) 

 

Slope of Last 10 feet from Camp to Tank:               in./ft.(minimum allowable = 1/4 inch per foot) 

 

Clean Outs Provided at Changes in Direction: 

 

EFFLUENT LINE DETAILS 

 

Slope of Tail Line:                                                Effluent Line Opening Protected: 

                                    Head       Mid       Tail   

 
 
 
 

 
 
 
 
 
 
Signature of Installer:                                                           License #: 
 
 
 
Signature of Sanitarian:                                                        R.S. #: 
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