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(Rev. 4/10) 

 
 

SEPTIC TANK AND OXIDATION POND 
INSTALLATION VERIFICATION FORM  

 
                             Parish Health Unit                                                  Permit Number: 

 
Applicant Name:                                              Site Address: 
 
SEPTIC TANK DETAILS 
 
Number of Tanks:                    Arrangement of Tanks:                 

 

Inlet/Outlet Elevations: Tank 1:                               Tank 2:                              Tank 3:             

                                                     Inlet      Outlet                     Inlet      Outlet                  Inlet      Outlet 

 

Slope from House to Tank:                   in./ft.(minimum allowable = 1/8 inch per foot) 

 

Slope of Last 10 Foot from House to Tank:                  in./ft.(maximum allowable = 1/4 inch per foot) 

 

Clean Outs Provided in Line at Changes in Direction: 

 

Inlet and Outlet Pipes Sealed in Place:                        Baffles or Tees on Inlet(s) and Outlet(s): 

 

Solid Bottom in Tank(s): 

 

Approved Tank Volume:                 gal. (First tank 500gal. min., others 300gal.) 

 

Inspection/Access Opening in Tank Cover over Inlet & Outlet:                    inches(min. 8 inches diameter) 

 

Tank Constructed of: 

 

Evidence of Proper Tank Bedding:                                  Signature of Installer: 

 

OXIDATION POND DETAILS 

Acceptable Pond Configuration:                                Type of Configuration:   

 

Size Requirement Met:                                               Size of Pond: 

 



Levees, if Present, Sloped to a Minimum of 45 Degrees: 

 

Inlet Extends 4 to 6 Feet into Pond: 

 

Inlet Discharges no Less Than 1½ to 2 Feet Below Surface: 

  

Outlet Extends 4 to 6 Feet into Pond: 

 

Outlet “tee” Extends Above Surface and 1½ to 2 Feet Below Surface:  

 

Inlet and Outlet Slopes Acceptable:                    (no less than 2 inches per 100 feet) 

       

Slopes of Inlet:                                            Slope of Outlet:  

                           Head    Mid    Tail                                         Head    Mid    Tail 

 

Discharge Location and Elevation Acceptable: 

 

Pond Inlet 2 Inches Lower than Septic Tank Outlet:             Pond Outlet Lower Than Pond Inlet: 

 

Pond Enclosed by Fence:                      Height of Fence:                             Gate with Lock in Place: 

     

GENERAL DETAILS                      

Distance of System & Ox. Pond from:  Private Well(s):                  ft. (min. of 50 feet required for tank and Ox. pond) 

Distance of System & Ox. Pond from:  Public Well(s):                   ft. (min. of 100 feet required for tank and ox. pond) 

Distance from Potable Water Lines:                   ft. (min. of 10 feet required for tank: 25 feet for ox. pond)    

Estimated Distance of pond From Nearest Dwelling:                     ft. (min. of 50 feet required) 

Distance of Tank and Ox. Pond from Property Line:  Tank:          ft.  Pond:          ft. (min. of 10 feet tank; 20 feet pond)        

Elevations of Sewer Line at 8 Foot Intervals to Ascertain Slope from Building to Septic Tank: 

 

From Building                                                                                                                       to Tank 

Slope of Line from House to Septic Tank:                   in./ft.(minimum allowable = 1/8 inch per foot) 

Slope of Last 10 feet from House to Septic Tank:               in./ft.(minimum allowable = 1/4 inch per foot) 

 

Signature of Installer:                                                                      License #: 

 

Signature of Sanitarian:                                                            R.S. #: 
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